NOTES:

1. SYNTHETIC TURF SHALL BE INSTALLED AND SEAMED WITH SURROUNDING ADJACENT PIECES RUNNING IN THE SAME DIRECTION. ALL SEAMS TO HAVE SEAMING GLUE AND 12" WIDE SEAM TAPE.

2. POWER BROOM SYNTHETIC TURF AFTER FASTENING AND SAND INFILL.

POLYTURF SYNTHETIC TURF, TYPE PER SPECS.

1/2" LAYER WASHED ACRYLIC COATED SILICA SAND INFILL, #20 MESH.

1-3" THICK PIP RUBBER UNDERLAY LAYER PER MANUFACTURE'S FALL HEIGHTS REQUIREMENTS

4" CLASS II BASE, 95% COMPACTED.

GEOSYNTHETIC FABRIC, TYPE PER SPECS.

ATTACH SYNTHETIC TURF EDGE TO PLASTIC HEADER WITH 1" TAPRON SCREWS AT 9" O.C.

SAND INFILL FLUSH WITH PAVING

2" X 4" RECYCLED PLASTIC EDGING.

GALVANIZED HILTI ANCHORS AT 24" O.C.

CONCRETE PAVING OR BAND PER PLANS.

SUBGRADE, 95% COMPACTED

NOTE:
ALL INFORMATION SHOWN IS SUGGESTED. DUE TO APPLICATION VARIANCES, IT IS THE RESPONSIBILITY OF THE ENGINEER OF RECORD TO PROVIDE ALL INFORMATION REQUIRED TO SUIT LOCAL BUILDING CODES AND REGULATIONS. THIS DETAIL IS FOR REPRESENTATIVE PURPOSES ONLY AND SHOULD NOT BE SOLELY USED FOR CONSTRUCTION PURPOSES UNLESS IT HAS BEEN CERTIFIED AND SEALED BY A QUALIFIED ENGINEER.

USSA, Inc.
4000 Barranca Pkwy,
Ste 250
Irvine, CA 92604
Phone. 877.288.0045
sustainablesurfacing.com

SHEET NAME: POLYSTAR POLYTURF RESILIENT PLAYGROUND SURFACE (NEW CONSTRUCTION)

SHEET: DETAIL NO. 5

APPROVED BY: KA | DRAWN BY: JAB | DATE: 1/23/15